
169An ISO 9001 Registered Company   © 2014 Rice Lake Weighing Systems   01/14   Prices and specifications subject to change without notice. Visit ricelake.com for current prices.

B
e

n
c

h
 s

c
a

le
s

STAnDArD FEATUrES
•	 Mild	steel	base	construction
•	 304	stainless	steel	cover
•	 Polyurethane	rubber	leveling	feet	with	stainless	steel	stem
•	 Adjustable	height	8.75	in	to	9.75	in

Bench scales

SPECIFICATIonS
Load Cell, NTEP Certified:

Aluminum,	environmentally	sealed

Output Impedance:
350	ohms

Maximum Overload:
200%

Overload Protection:
Five-point,	independently	adjusted

Cable Length:
10	ft	(3	m)

Compensated Temperature Range:
14˚F	to	104˚F	(-10˚C	to	40˚C)

Warranty:
Two-year	limited	warranty

Approvals:
NTEP	CC	06-010,	Class	III	5,000d
Measurement	Canada	AM-5625,	Class	III	5,000d

PArT nUMBEr/PrICE
PART # CAPACITy PLATfORM DIMENSIONS EST. SHIP WEIGHT PRICE
93414 250	lb	(125	kg) 30	x	30	x	8.75	in 300	lb Consult

93415 500	lb	(225	kg) 30	x	30	x	8.75	in 300	lb Consult

93416 250	lb	(125	kg) 36	x	36	x	8.75	in 330	lb Consult

93417 500	lb	(225	kg) 36	x	36	x	8.75	in 330	lb Consult
Consult factory for modifications for airport baggage scales.

Ideal for Aviation Weighing. A complete system can be sold with the Tracer® AV. 
Reference Aviation section for specifications
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BenchMark ™ HD Heavy Duty Bench Scales


